Pupitres analogiques de commande PEREAOA 1A4Y5513204
Analog desks

Les PRF44/PRF55/PRF101 sont des boitiers des télécommandes en The family PRF44 / PRF55 / PRF101 allows remote control in broadcasting
environnement Broadcast. Ils ont été particuliérement étudiés pour étre applications. They are specially designed to be used with ART864.
raccordés sur 'ART864.
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4 retours voyants.
4 boutons poussoirs rétro-éclairés.
Connexion par cable Sub-D 25 points.
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Le PRF10A permet de faciliter le cablage du PRF101 et du PRF55.

Le PRF10A est un boitier au format “SLIMRACK". 4push buttons with integrated warning light.

=
= 4warning light returns.
=

PRF10A is a “Slimrack” case, to make PRF101 and PRF55 wiring, easy. Connection using Sud D 25 wire and connectors.

= 1lsortiecasque © 12 boutons poussoirs rétro éclairés.
= 1voyantONAIR = 12retoursvoyants.
= 4retoursvoyants = 2 potentiométrescommande. :
= 2potentiometres commande = 1voyantONAIR.
= 4boutons poussoirs rétro-éclairés = 2sortiescasque.
= Connexion par cable Sub-D 25 pts. = ConnexionparcableSub-D25pts.  :
= 4push buttons with integrated warning light. = 12 push buttons with integrated warning light.
= 4warning light returns. = 12warninglight returns. :
= 2control potentiometers. : : = 2control potentiometers.
= 1O0NAIRwarning light. = 1ONAIRwarning light.
= 1 headphone output. : : = 2 headphone output. :
= Connection using Sud D 25 wire and connectors. = Connection using Sud D 25 wire and connectors.
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